TRIAL DIM

FILTER CORPORATION

TRI-PURE™ GSR

GEL SEAL REPLACEABLE

FILTER DUCTED HOOD FOR
CLEANROOM APPLICATIONS







TRI-PURE GSR™ Options

e Removable Stainless
Steel Perimeter Trim
Foil Back Insulation
Hanging Tabs
Horizontal Flow

2" Extended Stainless

Steel Grille

Aerosol Injection System

e Heavy Duty Butterfly
Damper

e Side Inlet

e Non-standard Depth

TRI-PURE GSR FRAME
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Profile view of the TRI-PURE™ GSR Gel Seal Replaceable Ducted Hood
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TRI-PURE™ GSR TECHNICAL DATA

LENGTH WIDTH THIN STANDARD DESCRIPTION
(Inches) (Inches) | PROFILE | PROFILE
DEPTH DEPTH
(Inches) (Inches)
| 23-5/8 | 23518 | 9 | 12 | 5/8" Permanent Perimeter Flange
| 23-5/8 | 47518 | 9 | 12 | 5/8" Permanent Perimeter Flange
| 25-3/8 |  25-358 | 9 | 12 | 1-1/2” Removable Trim or Permanent
| 25-3/8 | 49358 | 9 | 12 | 1-1/2” Removable Trim or Permanent

Tri-Dim Filter Corporation is committed to continual product development — all descriptions, specifications and performance data are subject to change without notice.
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